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PLACEMENT OF TEMPORARY STRAW BALE
DITCH CHECK IN DRAINAGEWAY

SPACING BETWEEN TEMPORARY DITCH CHECKS

\ EARTH EXCAVATION FOR EROSION CONTROL

|
(SEETCROSS-SECTIONS)
1. STONE RIPRAP CLASS A3 USED AS SHOWN
WILL BE PAID FOR AS AGGREGATE

SECTION A-A (EROSION CONTROL), TON
2. THE AGGREGATE (EROSION CONTROL) MAY _
) 30 BE REUSED TO LINE DITCH AS DIRECTED L = THE DISTANCE SUCH THAT POINTS

- o A AND B ARE OF EQUAL ELEVATION
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REVISIONS
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DETAILS OF CONCRETE COLLAR
PIPE TO PIPE

TYPICAL DETAIL OF STONE RIPRAP DITCH LINING

WIDTH VARIES

4’ MIN.

5 VARIES TABULATION
A
2 DIAMETER | CL SI CONC
T OF PIPE [CU YDS EST
i7" 0.24
______ 157 0.29
A 187 0.32
= EXISTING §3 8-32
PIPE 367 6.66
0 CULVERT 6 427 0.80
NOTES . 48" 0.93
_____ v \ 4 547 1.07
THIS WORK INCLUDES THE EARTH EXCAVATION REQUIRED TO N\ 0 607 1.22
PLACE THE RIPRAP AS SHOWN. THE MATERIAL RESULTING FROM 12" 1.55
THE EARTH EXCAVATION SHALL BE PLACED IN THE ROADWAY
EMBANKMENT, OR WASTED AS DIRECTED BY THE ENGINEER. THE
ARTHWORK SHALL BE CONSIDERED INCLUDED IN THE COST OF THE CONCRETE COLLAR SHALL BE PAID FOR AT THE CONTRACT UNIT
THENQITCH. SIDE VIEW END VIEW PRICE PER CUBIC YARD FOR CONCRETE COLLAR, AS SHOWN ON
e B — THE PLANS, WHICH PRICE SHALL INCLUDE THE REMOVAL OF SUCH
THE RIPRARQDITCH SHALL BE CONSTRUCTED AT THE LOCATIONS PORTIONS THE EXISTING HEADWALLS AS MAY BE REQUIRED.
SHOWN IN THENRLANS OR AS DIRECTED BY THE ENGINEER.
CONSTRUCTION OPNJHE STONE RIPRAP DITCH SHALL CONFORM CLASS SI CONCRETE SHALL BE USED THROUGHOUT.
TO THE REQUIREMENTSNFOR CLASS A4 RIPRAP AS INDICATED IN
SECTION 281 OF STANDARS\SPECIFICATIONS.
THIS WORK SHALL BE PAID FOR™J THE CONTRACT UNIT PRICE
PER SQ YD FOR STONE RIPRAP, ASS A4, WHICH PRICE SHALL REVISIONG
INCLUDE ALL MATERIAL, LABOR AND EQWNPMENT TO COMPLETE NAME ILLINOIS DEPARTMENT OF TRANSPORTATION
THE WORK IN PLACE AS SHOWN. DETAILS:
BEDDING MATERIAL AND FILTER FABRIC AS SPECTNED IN SECTION e - TEMPORARY SEDIMENT BASIN; -F¥PIcAL-
281 OF THE STANDARD SPECIFICATIONS WILL NOT BESREQUIRED. REVISED -OF-STONE-RIPRAP-BITEH—HIING—
REVISED .
THE WIDTH OF THE RIPRAP DITCH WILL BE AS SPECIFIED INWJHE REVISED ?ﬁgg}:vcgff:“ CHEE’K.‘:B PIPE
N O T N E E D E D RIPRAP SCHEDULE OR AS DIRECTED BY THE ENGINEER. STD. 9-79 { )
VERT.
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